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Laboratory Certification for Physical Soil Analysis
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Illinois Environmental Protection Agency
1021 N. Grand Avenue E.
Springfield
Illinois
62794-9276 
Bureau of Land
P.O. Box 19276
The Agency is authorized to require this information under Section 4 and Title XVI of the Environmental Protection Act (415 ILCS 5/4, 5/57 – 57.17).  Failure to disclose this information may result in a civil penalty of not to exceed $50,000.00 for the violation and an additional civil penalty of not to exceed $10,000.00 for each day during which the violation continues (415 ILCS 5/42).  Any person who knowingly makes a false material statement or representation, orally or in writing, in any label, manifest, record, report, permit, or license, or other document filed, maintained or used for the purpose of compliance with Title XVI commits a Class 4 felony.  Any second or subsequent offense after conviction hereunder is a Class 3 felony (415 ILCS 5/44 and 57.17).  This form has been approved by the Forms Management Center.
Leaking Underground Storage Tank Program
Laboratory Certification for Physical Soil Analysis
A.   Site Identification
Leaking UST Technical File
B.   Sample Collector
I certify that:
1.   Samples were collected using ASTM procedures.
2.    Chain-of-custody procedures were followed in the field.
3.    Sample integrity was maintained by proper preservation.
4.   All samples were properly labeled.
C.   Laboratory Representative
I certify that:
1.    Proper chain-of-custody procedures were followed as documented on the chain-of-custody forms
2.    Sample integrity was maintained by proper preservation.
3.    All samples were properly labeled.
4.    Quality assurance/quality control procedures were established and carried out.
5.    The test methods specified in the ASTM Standard D 422-63 or or D 1140-54 were used for 
        particle size analysis.
IL 532 2437 
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6.    The test methods specified in ASTM Standards D 2216-90 or D 4643-87 were used for soil 
         moisture content.
7.    The test methods specified in ASTM Standards D 2487-90 or D 2488-90 were used for soil 
         classification.
8.    The test methods specified in ASTM Standards D 5084-90 or D 4525-90 were used for hydraulic 
         conductivity.
D.   Signatures
I hereby affirm that all information contained in this form is true and accurate to the best of my knowledge and belief. 
I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.
Sample Collector
Laboratory Representative
8.2.1.3144.1.471865.466429
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